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SPK0630003BL BTKP 060X20/200-840 MPS-DA-SWF

Pendant luminaire Blade

Item number SPK0630003BL

GTIN 4029299496826

Deeplink https://www.spectral.de/en/products/detail/spk0630003bl

Product description

Pendant luminaire from the Blade product family. Optical control via Cover microprismatic, beam pattern symmetric, medium beam, light emission direct. Lamp LED-M 
installed, Replacement by specialist. The luminaire generates a rated luminous flux of 1220 lm in light colour 840, luminous flux adjustable: stepless. The long LED 
service life enables long use with consistent lighting quality. High quality of light thanks to a standard colour tolerance of < 3 SDCM. Housing made of Steel, white, 
protection rating IP20. With electronic electrical component DALI. Replacement by specialist. Rated voltage 230 - 240 V AC/DC 50 - 60 Hz.

Short Facts

Sustainability

Light distribution curve

Unified glare rating UGR (4H/8H)

Mounting type Pendant

Protection class IP20

Protection class I

Nominal voltage 230 - 240 V

Type of control DALI

Colour temperature 4000 K

Colour rendering index Ra ≥ 80

Rated luminous flux 1220 lm

Rated power 13.0 W

Luminaire efficiency 94 lm/W

Rated life L80B50 (tq = 25 °C) 50.000 h

Energy efficiency class light source D

UGR lengthwise 22.6

UGR crosswise 22.8
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General

Mounting

Housing

Electrical version

Control gear

Lighting technology

Light source

Product category Pendant luminaire

Range of application Education | Office

Luminaire shape rectangular

BEG-eligible No

Mounting type Pendant

Suitable for continuous row configuration Yes

Colour white

Protection class IP20

Glow-wire test 650 °C

Installation in insulated ceiling possible No

Housing material Steel

Cover material PMMA structured

Type of control DALI

Nominal voltage 230 - 240 V

Frequency 50 - 60 Hz

Voltage type AC/DC

Rated power 13.0 W

Protection class I

Number of operating devices 1

Max. Number of operating devices on circuit breaker B10 22

Max. Number of operating devices on circuit breaker B16 36

Max. Number of operating devices on circuit breaker C16 61

Dimming range 1–100%

Push Dim Yes

Inrush current per operating device 26 A / 140 µs

Ripple HF 4 %

Ripple LF 4 %

SELV Yes

Light distributor Cover microprismatic

Light emission direct

Light distribution symmetric

Beam characteristics medium beam

Radiation angle 55.40 °

UGR class ≤ 25

Rated luminous flux 1220 lm

Luminous flux adjustable stepless

Luminaire efficiency 94 lm/W

Luminous flux component upper half-space 0.00 %

Luminous flux component lower half-space 100.00 %

Lamp LED-M

Lamp included Yes

Number of lamps 1

Colour rendering index Ra ≥ 80

Colour temperature 4000 K

Light colour 840

Colour location tolerance (SDCM) < 3 SDCM

Rated life L80B50 (tq = 25 °C) 50.000 h

Maximum ambient temperature L80B50 = 50,000 h 25 °C
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Dimension drawing

Dimensions

Accessoires

Dimension L 600 mm

Dimension B 42 mm

Dimension H 200 mm

Dimension AE 200 mm

Net weight 3.800 kg

Article description Item number Product description

BLADE-AB 0600X0200 SP0200104 ACOUSTIC PANEL, ABSORBER WHITE, 0600X0200X40MM, BTKe

BLADE-AB 0600X0300 SP0200105 ACOUSTIC PANEL, ABSORBER WHITE, 0600X0300X40MM, BTKe

BLADE-AB 0900X0200 SP0200106 ACOUSTIC PANEL, ABSORBER WHITE, 0900X0200X40MM, BTKe

BLADE-AB 0900X0300 SP0200107 ACOUSTIC PANEL, ABSORBER WHITE, 0900X0300X40MM, BTKe

BLADE-AB 1200X0200 SP0200108 ACOUSTIC PANEL, ABSORBER WHITE, 1200X0200X40MM, BTKe

BLADE-AB 1200X0300 SP0200109 ACOUSTIC PANEL, ABSORBER WHITE, 1200X0300X40MM, BTKe

BLADE-AB 1500X0200 SP0200110 ACOUSTIC PANEL, ABSORBER WHITE, 1500X0200X40MM, BTKe

BLADE-AB 1500X0300 SP0200111 ACOUSTIC PANEL, ABSORBER WHITE, 1500X0300X40MM, BTKe


